


Specifications 

Electric Characteristics Temperature Parameters 

Nominal Voltage 12V Normal Operating Temperature 77°Ft5,4°F (25°Ct3°C) 

Number of Cells 6 Discharge: 5°F-122°F (-15°C-50°C) 
Operating Temperature Range 

Capacity (77°F/25°C) 100Ah (10 Hour Rate to 10.5V) Charge: 5°F-104°F (-15°C-40°C) 

Internal Resistance 5 mn Storage Temperature Range 5°F-104°F (-15°C-40°C) 

Self-discharge Rate {77°F/25°C) <3% 
Mechanical Properties 

Float Charge Voltage (77°F/25°C) 13,5V-13.8V 

Terminal MS 
Cycle Use Voltage (77°F/25°C) 14,4V-14.8V 

Max Charge Current JOA 
Container Material ABS 

Max Discharge Current 1100A (5 Seconds) 
Weight 63.9 lbs. (29kg) 

Dimension {L x W x H) 13,1 x 6.9 x 8.6 inch (332 x 175 x 219 mm) 

Constant Current Discharge Characteristics (77°F /25°C )  Unit: A 

F.V/Time 15min 3omin 1hr 3hr 5hr 8hr 10hr 20hr 

1.60V 165,5 100.00 58,70 26,76 17,90 11.78 9,81 5,15 

1.67V 158,7 96,51 57,00 26.20 17,52 11.68 9,71 5.10 

1.70V 155,9 91.23 55,10 25.83 17,33 11.59 9,62 5,05 

1.75V 149,1 86.32 54,00 25,56 17.24 11.40 9,52 5.00 

1.80V 142,4 79,62 50,20 25,09 17.05 10.93 9,33 4,90 

1.85V 130.8 70,19 47,40 24.26 16,76 10,75 9,14 4,80 

Constant Power Discharge Characteristics (77°F /25°C) Unit: WPC 

F.V/Time 15min 3omin 1hr 3hr 5hr 8hr 10hr 20hr 

1.60V 304,0 179,06 107,70 51,94 35,52 23,55 19.62 10.30 

1.67V 294,4 175,00 105.80 51,11 34,86 23,36 19,43 10.20 

1.70V 290.6 167.64 104,00 50,56 34,57 23.18 19.24 10.10 

1.75V 279,0 160.38 102.80 50,28 34,38 22.80 19.14 10.05 

1.80V 266.5 151,70 97,00 49,81 34,19 22.06 18.86 9,90 

1.85V 247,3 135,75 93,20 48.80 34,00 21,78 18.57 9,75 

Charging Procedures Effect of Temperature on Capacity 

Charge Voltage (V/Cell) Max Temperature Dependency of Capacity (20hr) 
Application Charge 

Temperature Set Point Allowable Range Current 40°c 102% 

Cycle Use 25°c 2,450 2.40-2.50 20°c 100% 

0.3c 
Standby 25°c 2,275 2.25-2,30 0°c 85% 

-15°C 65% 

Discharge Current vs. Discharge Voltage 

Final Discharge Voltage (V/Cell) 1,75 1,70 1.65 1.60 Self-discharge Characteristics 

Discharge Current (A) <0.2C o.2c-o.5C o.5C-1.0C >1.0C Storage Time Preservation Rate 

3 Months 91% 

6 Months 82% 

12 Months 64% 
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